LOTTE CHEMICAL) TiTAN

Propylene Specification

ITEM PARAMETERS SPECIFICATION UNIT TEST METHOD
1. Propylene min 99.0 vol % ASTM D2163
2. Hydrogen max 20 ppmv ASTM D2505
3. Methane max 300 ppmv ASTM D2163
4. Ethane max 200 ppmv ASTM D21863
5. Ethylene max 100 ppmv ASTM D2163
6. Propane max 1.0 vol % ASTM D2163
7. Saturated C4's + C5's max 200 ppmv ASTM D2163
8. Butene max 100 ppmv ASTM D2163
9. Methyl Acetylene max 5 ppmv ASTM D2163
10. Propadiene max 5 ppmv ASTM D2163
11. Butadienes max 10 ppmv ASTM D2163
12. Oxygen max 2 ppmv ASTM D2504
13. Carbon Monoxide max 0.05 ppmv UOP 603
14. Carbon Dioxide max 5 ppmv UOP 603
15. Carbonyl Sulfide max 1 ppmv UOP 791
16. Hydrogen Sulfide max 1 ppmv UOP 791
17. Total sulphur max 1 ppmv UOP 791
18. Methanol max 5 ppmv UQP 757
19. Water max 2 ppmw UOP 213
20. Acetylene max 3 ppmv ASTM D2163
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